
Laying and handling instructions

Insulation panels must be stored on flat places and
protected from weather exposures especially from
rain and permanent moisture. Panels must
be dry also during application.

< 15mm

Protect edges during handling from
damage.

Avoid walking on the panels between the rafters.

The boards Hofafest, Hofaplat and Hofatex
can be cut with conventional electric tools
usable for cutting or sawing of wood or wood
based materials. Also an electric jigsaw with
special blades for cutting of soft insulation
materials can be used.
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Laying and handling instructions

Insulation board Hofafest UD can be exposed to
weather conditions up to 3 moths without snow loading.

Insulation boards Hofafest UD and Hofatex
Kombi must be laid from The
boards must be laid with staggered joints.
In first row boards are laid in direction from
left to right. The second row must start
with board cutted to half. With this method
are the staggered joints ensured.

®

drip to ridge.

Panels Hofafest UD and Hofatex Kombi must be laid
on the rafters with tongue upwards.

®

Counter lathing and lathing must be fastened
immediately after the panels are laid down on
the rafters.

Keep following maximal distances between the rafters
according to different thicknesses of Hofafest UD.



Laying and handling instructions

o o6 - 20

When the angle of the roof is less than 20°, the board
joints must be overlaped with special bulyt- caoutchouc
or polyethylene Hofatex Tape.®

With Hofatex Tape it is necessary
to overlape all joints in places of ridge,
valley and roof angle changes.

®

®

®

®

Area of the joints should be carefully cleaned up
and coated with Hofatex Primer to improve adhesivity
of Hofatex Tape.

After the penetration coating dried, Hofatex Tape
can be applied. The tape must be separeted step
by step from the bottom protective layer.

All connections of the panels with all roof openings
(e.g. skylights, chimneys...) must be overlaped.



Laying and handling instructions

For application between rafters or studs in wood
frame the insulation boards Hofatex Therm DK with
slice shape are applicable. This shape enables a better
and tight join of boards and decrease the extra cutting
work.

®

Before laying of boards it is necessary to meassure the
distances between rafters or studs. In cutting process the
boards are laid down on flat base. The boards are
moved along diagonal to the needed dimension and the
overhangs are cut down.

For a thigter join by the rafters or studs it is necessary
to extend the width of boards by aproximmately
2 mm.

A special knife for cutting of soft insulation materials
is usable.

Exactly cutted boards are thigtly fited between
rafters or studs.



Laying and handling instructions

The insulation boards Hofatex Therm NK are used
like underlayer under plank floor. The boards are
laid in contact with wooden laying strips in so
called tongue and groove system.
The plank floor is mounted and fixed on wooden
laying strips.

The boards are laid from wall to wall with insulating
edge strip. The first line is made from half boards
lide direct to the wall. This method ensures the
corect fixing from plank floor.

®

The wooden laying strips are conected in the
length with carpentry jointing.

The insulation boards Hofaplat Standard Natur in
floor constructions can be laid in one other two
layers.

In case of laying the boards Hofaplat Standard
Natur in two layers must be the staggering of joints
assured.

Hofatex Therm NK

Hofaplat Standart Natur

Hofaplat St


